
Equipment: GMS-3000 Date: Operator: Tester
Temperature(°C): 25 Humidity(%): 59%

Shenzhen Belling Efficiency Testing Laboratory Co.,Ltd.
www.bellingeel.com

Tel:0755-21038430
Address:Rm. 108, No.1 Building, Meibaohe industrial park, No.14 Shilongzi Road, Dalang street, Longhua district, Shenzhen, China

Client:
LumCAT: LRG4-3018K
Luminaire:
Report No:
Ballast type:

Voltage(V): 120.09Test No:
Current(A): 0.0910LampCAT:
Power (W): 10.61Lamp flux(lm): -1.0
PF: 0.9745Number of Lamps: 0
Width(mm): 0
Height(mm): 0

Length(mm): 0
Phm Type: C

Photometric Results

Lumens(lm): 975.43, Efficiency(%): 0.00%   , Luminous Efficacy(lm/W): 91.93
Central intensity(cd): 1509.439, Maximum intensity(cd): 1520.236
Angle of maximum intensity:  C=135.0 γ=0.0
Beam Angle(50%Imax): [C0/180]Total=41.3

[C90/270]Total=38.6
Field angle(10%Imax): [C0/180]Total=78.2

[C90/270]Total=78.9
Maximum s/h(1/2):  C0_180=0.68 C90_270=0.64
Maximum s/h(1/4):  C0_180=0.77 C90_270=0.68
Up flux rate of lamp(%): 0.00%
Down flux rate of lamp(%): 0.00%
Up flux rate of LUM(%): 0.09%
Down flux rate of LUM(%): 99.91%
CIE Type : Direct lighting
Output flux ratio in π solid angle :  95.520%
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Equipment: GMS-3000 Date: Operator: Tester
Temperature(°C): 25 Humidity(%): 59%

γ(°) Average I(cd) Zonal F(lm) Sum F(lm) Eff Flux(%) Eff Sum(%)

0.0 1511.609 0.000 0 0.00% 0.00%

5.0 1407.398 34.896 34.896 0.00% 3.58%

10.0 1193.737 93.051 127.947 0.00% 13.12%

15.0 967.666 128.213 256.16 0.00% 26.26%

20.0 762.102 142.557 398.717 0.00% 40.88%

25.0 567.786 139.481 538.198 0.00% 55.18%

30.0 368.018 118.427 656.624 0.00% 67.32%

35.0 210.565 85.200 741.825 0.00% 76.05%

40.0 143.693 59.105 800.93 0.00% 82.11%

45.0 110.959 47.151 848.081 0.00% 86.94%

50.0 70.497 36.666 884.747 0.00% 90.70%

55.0 50.438 26.295 911.042 0.00% 93.40%

60.0 39.086 20.693 931.735 0.00% 95.52%

65.0 28.051 16.321 948.056 0.00% 97.19%

70.0 19.397 12.014 960.07 0.00% 98.43%

75.0 10.294 7.761 967.831 0.00% 99.22%

80.0 5.266 4.163 971.995 0.00% 99.65%

85.0 2.064 1.992 973.986 0.00% 99.85%

90.0 0.080 0.587 974.573 0.00% 99.91%

95.0 0.027 0.029 974.602 0.00% 99.92%

100.0 0.000 0.007 974.61 0.00% 99.92%

105.0 0.000 0.000 974.61 0.00% 99.92%

110.0 0.027 0.007 974.617 0.00% 99.92%

115.0 0.000 0.007 974.623 0.00% 99.92%

120.0 0.027 0.006 974.63 0.00% 99.92%

125.0 0.027 0.012 974.642 0.00% 99.92%

130.0 0.027 0.012 974.653 0.00% 99.92%

135.0 0.079 0.021 974.675 0.00% 99.92%

140.0 0.132 0.039 974.714 0.00% 99.93%

145.0 0.238 0.062 974.776 0.00% 99.93%

150.0 0.370 0.090 974.866 0.00% 99.94%

155.0 0.556 0.117 974.983 0.00% 99.95%

160.0 0.714 0.133 975.116 0.00% 99.97%

165.0 0.768 0.122 975.238 0.00% 99.98%

170.0 0.926 0.100 975.339 0.00% 99.99%

175.0 0.926 0.066 975.405 0.00% 100.00%

180.0 1.165 0.025 975.43 0.00% 100.00%



LRG4-3018K

Zonal flux distribution table Appendix Page: 3  Total:8

Equipment: GMS-3000 Date: Operator: Tester
Temperature(°C): 25 Humidity(%): 59%

ZONAL LUMEN SUMMARY

Zone Lumens %Lamp %Fixt

0-30 656.62 N.A. 67.32%

0-40 800.93 N.A. 82.11%

0-60 931.74 N.A. 95.52%

0-90 974.57 N.A. 99.91%

0-120 974.63 N.A. 99.92%

0-180 975.43 N.A. 100.00%

60-90 42.84 N.A. 4.39%

90-120 0.06 N.A. 0.01%

90-130 0.08 N.A. 0.01%

90-150 0.29 N.A. 0.03%

90-180 0.83 N.A. 0.09%

0-38.26 780.34 N.A. 80.00%

ZONAL LUMEN SUMMARY

0-10 127.95

10-20 270.77

20-30 257.91

30-40 144.31

40-50 83.82

50-60 46.99

60-70 28.34

70-80 11.92

80-90 2.58

90-100 0.04

100-110 0.01

110-120 0.01

120-130 0.02

130-140 0.06

140-150 0.15

150-160 0.25

160-170 0.22

170-180 0.07
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Equipment: GMS-3000 Date: Operator: Tester
Temperature(°C): 25 Humidity(%): 59%
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Equipment: GMS-3000 Date: Operator: Tester
Temperature(°C): 25 Humidity(%): 59%

1.0m 80.75cm1520.2 , 886.7 lx

10.0m
807.51cm15.2 , 8.9 lx

2.0m
161.50cm380.1 , 221.7 lx

3.0m
242.25cm168.9 , 98.5 lx

4.0m 323.01cm95.0 , 55.4 lx

5.0m 403.76cm60.8 , 35.5 lx

6.0m
484.51cm42.2 , 24.6 lx

7.0m 565.26cm31.0 , 18.1 lx

8.0m 646.01cm23.8 , 13.9 lx

9.0m
726.76cm18.8 , 10.9 lx

Max , Ave Beam angle of C135 plane 43.97
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Equipment: GMS-3000 Date: Operator: Tester
Temperature(°C): 25 Humidity(%): 59%
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[Unit:cd]

(10%Imax) 151.283
(20%Imax) 302.565
(30%Imax) 453.848
(40%Imax) 605.13
(50%Imax) 756.413
(60%Imax) 907.696
(70%Imax) 1058.98
(80%Imax) 1210.26
(90%Imax) 1361.54

Imax:1520.24cd
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Equipment: GMS-3000 Date: Operator: Tester
Temperature(°C): 25 Humidity(%): 59%
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[Unit:cd]
Imax:1520.24

(10%Imax) 152.024
(20%Imax) 304.047
(30%Imax) 456.071
(40%Imax) 608.094
(50%Imax) 760.118
(60%Imax) 912.142
(70%Imax) 1064.17
(80%Imax) 1216.19
(90%Imax) 1368.21
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Equipment: GMS-3000 Date: Operator: Tester
Temperature(°C): 25 Humidity(%): 59%

C/γ(°) 0.0 5.0 10.0 15.0 20.0 25.0 30.0 35.0 40.0
0.0 1509.44 1338.81 1093.66 873.27 692.06 525.66 360.11 189.05 129.77
45.0 1503.94 1346.85 1121.18 889.36 695.65 498.77 305.49 180.58 135.28
90.0 1512.83 1440.21 1246.93 996.06 757.68 541.75 347.40 214.46 149.67
135.0 1520.24 1443.81 1257.51 1038.40 831.14 615.84 384.88 217.00 153.48
180.0 1509.44 1433.01 1229.57 1019.56 843.21 695.23 494.54 268.23 150.73
225.0 1503.94 1463.29 1258.78 1049.41 875.39 685.49 439.71 237.11 153.91
270.0 1512.83 1413.33 1195.48 938.90 682.53 470.83 302.31 193.71 140.36
315.0 1520.24 1379.88 1146.79 936.36 719.15 508.72 309.72 184.39 136.34
360.0 1509.44 1338.81 1093.66 873.27 692.06 525.66 360.11 189.05 129.77

C/γ(°) 45.0 50.0 55.0 60.0 65.0 70.0 75.0 80.0 85.0
0.0 101.83 68.59 49.54 39.17 27.52 17.57 10.16 5.29 1.69
45.0 103.73 65.63 48.27 37.47 26.68 18.84 8.68 5.08 1.69
90.0 113.05 69.02 49.75 39.17 28.58 19.90 10.37 5.08 2.33
135.0 115.80 70.07 49.75 38.74 27.52 19.69 10.16 4.87 2.54
180.0 115.59 72.61 51.02 38.95 27.95 18.63 9.95 5.08 1.69
225.0 121.31 77.70 55.04 40.44 29.00 19.90 11.86 5.50 2.33
270.0 108.39 69.02 49.33 38.74 28.79 20.75 9.95 5.29 1.91
315.0 107.97 71.34 50.81 40.01 28.37 19.90 11.22 5.93 2.33
360.0 101.83 68.59 49.54 39.17 27.52 17.57 10.16 5.29 1.69

C/γ(°) 90.0 95.0 100.0 105.0 110.0 115.0 120.0 125.0 130.0
0.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
45.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
90.0 0.21 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
135.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
180.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
225.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
270.0 0.21 0.21 0.00 0.00 0.21 0.00 0.21 0.21 0.21
315.0 0.21 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
360.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

C/γ(°) 135.0 140.0 145.0 150.0 155.0 160.0 165.0 170.0 175.0
0.0 0.21 0.21 0.21 0.42 0.64 0.85 0.85 0.85 0.85
45.0 0.00 0.00 0.21 0.42 0.64 0.85 0.85 0.64 1.06
90.0 0.00 0.21 0.21 0.42 0.64 0.64 0.64 1.06 1.06
135.0 0.00 0.00 0.00 0.21 0.21 0.64 0.85 0.85 0.64
180.0 0.00 0.00 0.00 0.21 0.21 0.42 0.42 0.85 0.64
225.0 0.00 0.00 0.00 0.00 0.42 0.42 0.64 0.85 0.64
270.0 0.42 0.64 0.85 0.64 1.06 1.27 1.06 1.27 1.48
315.0 0.00 0.00 0.42 0.64 0.64 0.64 0.85 1.06 1.06
360.0 0.21 0.21 0.21 0.42 0.64 0.85 0.85 0.85 0.85

C/γ(°) 180.0
0.0 0.85
45.0 1.27
90.0 1.48
135.0 1.06
180.0 0.85
225.0 1.27
270.0 1.48
315.0 1.06
360.0 0.85


