
Equipment: GMS-3000 Date: Operator: jarvis
Temperature(°C): 25 Humidity(%): 59%

Shenzhen Belling Efficiency Testing Laboratory Co.,Ltd.
www.bellingeel.com

Tel:0755-21038430
Address:1Floor, No.1 Building,Meibaohe Industrial Park,Dalang Street,Longhua District,Shenzhen,Guangdong Prov.518101 China

Client:
LumCAT: LRG4-50K
Luminaire:
Report No:
Ballast type:

Voltage(V): 120.00Test No:
Current(A): 0.0920LampCAT:
Power (W): 10.74Lamp flux(lm): -1.0
PF: 0.9779Number of Lamps: 1
Width(mm): 0
Height(mm): 0

Length(mm): 0
Phm Type: C

Photometric Results

Lumens(lm): 1108.86, Efficiency(%): 0.00%   , Luminous Efficacy(lm/W): 103.28
Central intensity(cd): 1726.098, Maximum intensity(cd): 1815.408
Angle of maximum intensity:  C=90.0 γ=5.0
Beam Angle(50%Imax): [C0/180]Total=43.0

[C90/270]Total=40.9
Field angle(10%Imax): [C0/180]Total=77.4

[C90/270]Total=75.3
Maximum s/h(1/2):  C0_180=0.68 C90_270=0.73
Maximum s/h(1/4):  C0_180=0.70 C90_270=0.74
Up flux rate of lamp(%): 0.00%
Down flux rate of lamp(%): 0.00%
Up flux rate of LUM(%): 0.06%
Down flux rate of LUM(%): 99.94%
CIE Type : Direct lighting
Output flux ratio in π solid angle :  96.490%
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Equipment: GMS-3000 Date: Operator: jarvis
Temperature(°C): 25 Humidity(%): 59%

γ(°) Average I(cd) Zonal F(lm) Sum F(lm) Eff Flux(%) Eff Sum(%)

0.0 1726.098 0.000 0 0.00% 0.00%

5.0 1648.810 40.346 40.346 0.00% 3.64%

10.0 1451.833 110.920 151.266 0.00% 13.64%

15.0 1195.702 157.050 308.316 0.00% 27.80%

20.0 926.407 174.892 483.207 0.00% 43.58%

25.0 665.852 166.999 650.206 0.00% 58.64%

30.0 420.643 137.497 787.703 0.00% 71.04%

35.0 236.673 96.794 884.497 0.00% 79.77%

40.0 149.562 64.440 948.937 0.00% 85.58%

45.0 105.239 47.178 996.116 0.00% 89.83%

50.0 60.904 33.571 1029.687 0.00% 92.86%

55.0 42.836 22.557 1052.244 0.00% 94.89%

60.0 33.713 17.694 1069.938 0.00% 96.49%

65.0 24.913 14.252 1084.19 0.00% 97.77%

70.0 17.864 10.831 1095.021 0.00% 98.75%

75.0 9.124 7.054 1102.075 0.00% 99.39%

80.0 4.664 3.689 1105.764 0.00% 99.72%

85.0 2.074 1.831 1107.595 0.00% 99.89%

90.0 0.012 0.571 1108.166 0.00% 99.94%

95.0 0.000 0.003 1108.169 0.00% 99.94%

100.0 0.000 0.000 1108.169 0.00% 99.94%

105.0 0.000 0.000 1108.169 0.00% 99.94%

110.0 0.000 0.000 1108.169 0.00% 99.94%

115.0 0.012 0.003 1108.172 0.00% 99.94%

120.0 0.012 0.006 1108.178 0.00% 99.94%

125.0 0.012 0.006 1108.184 0.00% 99.94%

130.0 0.012 0.005 1108.189 0.00% 99.94%

135.0 0.048 0.012 1108.201 0.00% 99.94%

140.0 0.084 0.024 1108.225 0.00% 99.94%

145.0 0.168 0.042 1108.267 0.00% 99.95%

150.0 0.312 0.071 1108.338 0.00% 99.95%

155.0 0.444 0.096 1108.434 0.00% 99.96%

160.0 0.695 0.119 1108.553 0.00% 99.97%

165.0 0.779 0.121 1108.675 0.00% 99.98%

170.0 0.911 0.100 1108.775 0.00% 99.99%

175.0 0.899 0.065 1108.84 0.00% 100.00%

180.0 1.094 0.024 1108.864 0.00% 100.00%
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Equipment: GMS-3000 Date: Operator: jarvis
Temperature(°C): 25 Humidity(%): 59%

ZONAL LUMEN SUMMARY

Zone Lumens %Lamp %Fixt

0-30 787.70 N.A. 71.04%

0-40 948.94 N.A. 85.58%

0-60 1069.94 N.A. 96.49%

0-90 1108.17 N.A. 99.94%

0-120 1108.18 N.A. 99.94%

0-180 1108.86 N.A. 100.00%

60-90 38.23 N.A. 3.45%

90-120 0.01 N.A. 0.00%

90-130 0.02 N.A. 0.00%

90-150 0.17 N.A. 0.02%

90-180 0.67 N.A. 0.06%

0-35.20 887.09 N.A. 80.00%

ZONAL LUMEN SUMMARY

0-10 151.27

10-20 331.94

20-30 304.50

30-40 161.23

40-50 80.75

50-60 40.25

60-70 25.08

70-80 10.74

80-90 2.40

90-100 0.00

100-110 0.00

110-120 0.01

120-130 0.01

130-140 0.04

140-150 0.11

150-160 0.22

160-170 0.22

170-180 0.06
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Equipment: GMS-3000 Date: Operator: jarvis
Temperature(°C): 25 Humidity(%): 59%
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Equipment: GMS-3000 Date: Operator: jarvis
Temperature(°C): 25 Humidity(%): 59%

1.0m 84.62cm1794.8 , 1033.4 lx

10.0m
846.20cm17.9 , 10.3 lx

2.0m
169.24cm448.7 , 258.4 lx

3.0m
253.86cm199.4 , 114.8 lx

4.0m 338.48cm112.2 , 64.6 lx

5.0m 423.10cm71.8 , 41.3 lx

6.0m
507.72cm49.9 , 28.7 lx

7.0m 592.34cm36.6 , 21.1 lx

8.0m 676.96cm28.0 , 16.1 lx

9.0m
761.58cm22.2 , 12.8 lx

Max , Ave Beam angle of C90 plane 45.87
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Equipment: GMS-3000 Date: Operator: jarvis
Temperature(°C): 25 Humidity(%): 59%

C/γ(°) 0.0 5.0 10.0 15.0 20.0 25.0 30.0 35.0 40.0
0.0 1726.10 1585.41 1425.82 1198.89 935.71 702.84 444.65 244.38 147.70
22.5 1726.10 1609.01 1449.03 1206.37 941.47 721.06 473.23 267.02 155.95
45.0 1726.10 1625.12 1468.98 1206.18 942.62 714.92 473.03 274.88 156.34
67.5 1726.10 1637.59 1468.79 1196.40 936.48 698.81 449.82 260.11 152.69
90.0 1726.10 1815.41 1634.14 1341.22 1036.61 748.88 501.42 277.95 170.53
112.5 1726.10 1792.58 1597.31 1286.75 989.42 706.29 467.47 258.96 163.43
135.0 1726.10 1771.87 1552.04 1249.34 966.40 684.81 443.69 248.03 160.75
157.5 1726.10 1731.20 1506.96 1231.88 954.70 676.75 432.37 239.39 154.23
180.0 1726.10 1701.47 1477.99 1208.48 941.08 660.25 427.57 234.22 151.35
202.5 1726.10 1669.82 1430.04 1178.17 921.90 648.74 417.41 230.38 149.24
225.0 1726.10 1637.97 1400.50 1161.87 909.62 631.10 397.07 223.47 145.40
247.5 1726.10 1626.27 1412.01 1158.22 900.42 623.81 372.90 213.50 141.57
270.0 1726.10 1541.49 1338.35 1108.35 834.81 577.77 331.66 191.44 132.17
292.5 1726.10 1536.31 1327.03 1111.42 850.16 582.57 335.69 196.23 133.32
315.0 1726.10 1543.79 1353.88 1122.16 861.28 611.72 361.01 206.02 137.92
337.5 1726.10 1555.68 1386.49 1165.51 899.84 663.32 401.29 220.79 140.41
360.0 1726.10 1585.41 1425.82 1198.89 935.71 702.84 444.65 244.38 147.70

C/γ(°) 45.0 50.0 55.0 60.0 65.0 70.0 75.0 80.0 85.0
0.0 105.12 60.62 42.78 34.14 24.94 17.84 9.40 4.80 2.11
22.5 107.61 61.96 42.97 34.53 25.90 18.61 10.17 4.99 2.49
45.0 108.00 62.34 43.54 34.72 25.51 18.80 10.55 4.60 2.49
67.5 108.57 60.23 42.78 34.34 25.51 18.80 10.55 4.99 2.30
90.0 119.51 70.40 48.34 36.64 28.39 20.72 12.28 5.18 3.07
112.5 116.05 68.10 45.85 35.49 27.05 19.37 10.93 4.80 2.30
135.0 113.37 64.07 44.12 34.72 25.70 18.80 10.74 4.80 2.30
157.5 109.15 61.58 42.78 33.57 24.75 18.03 9.40 4.80 2.30
180.0 103.78 60.23 42.01 32.99 24.55 17.46 8.63 4.41 2.11
202.5 103.01 59.27 42.01 33.19 24.17 17.26 8.25 4.41 1.73
225.0 100.90 58.51 41.63 32.99 23.98 17.26 8.25 4.41 1.92
247.5 100.71 57.93 41.43 33.19 23.79 17.07 7.87 4.60 1.73
270.0 93.42 56.20 41.05 32.03 23.59 16.11 6.91 4.60 1.73
292.5 93.99 56.01 40.67 31.46 23.02 15.92 6.91 4.22 1.15
315.0 97.83 57.36 41.24 32.42 23.40 16.50 6.91 4.41 1.54
337.5 102.82 59.66 42.20 32.99 24.36 17.26 8.25 4.60 1.92
360.0 105.12 60.62 42.78 34.14 24.94 17.84 9.40 4.80 2.11

C/γ(°) 90.0 95.0 100.0 105.0 110.0 115.0 120.0 125.0 130.0
0.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
22.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
45.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
67.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
90.0 0.19 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
112.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
135.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
157.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
180.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
202.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
225.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
247.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
270.0 0.00 0.00 0.00 0.00 0.00 0.19 0.19 0.19 0.19
292.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
315.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
337.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
360.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
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C/γ(°) 135.0 140.0 145.0 150.0 155.0 160.0 165.0 170.0 175.0
0.0 0.19 0.19 0.19 0.38 0.38 0.77 0.77 0.96 0.96
22.5 0.00 0.00 0.19 0.38 0.38 0.96 0.77 0.96 0.96
45.0 0.00 0.19 0.19 0.38 0.58 0.77 0.96 0.77 1.15
67.5 0.00 0.19 0.38 0.58 0.77 0.77 0.96 1.15 0.96
90.0 0.00 0.00 0.00 0.19 0.00 0.58 0.58 0.77 1.34
112.5 0.00 0.00 0.00 0.00 0.19 0.38 0.38 1.15 0.58
135.0 0.00 0.00 0.00 0.19 0.38 0.19 0.58 0.77 0.96
157.5 0.00 0.00 0.00 0.00 0.19 0.58 0.58 1.15 0.77
180.0 0.00 0.00 0.00 0.38 0.38 0.58 0.58 0.96 0.77
202.5 0.00 0.00 0.00 0.19 0.38 0.77 0.77 0.58 0.77
225.0 0.00 0.19 0.00 0.38 0.38 0.58 0.96 0.77 0.96
247.5 0.00 0.00 0.19 0.38 0.38 0.96 0.77 1.15 0.77
270.0 0.58 0.58 1.15 0.96 1.34 1.34 1.54 1.34 1.54
292.5 0.00 0.00 0.19 0.19 0.38 0.96 0.77 0.58 0.58
315.0 0.00 0.00 0.19 0.19 0.38 0.58 0.77 0.77 0.58
337.5 0.00 0.00 0.00 0.19 0.58 0.38 0.77 0.77 0.77
360.0 0.19 0.19 0.19 0.38 0.38 0.77 0.77 0.96 0.96

C/γ(°) 180.0
0.0 1.09
22.5 1.09
45.0 1.09
67.5 1.09
90.0 1.09
112.5 1.09
135.0 1.09
157.5 1.09
180.0 1.09
202.5 1.09
225.0 1.09
247.5 1.09
270.0 1.09
292.5 1.09
315.0 1.09
337.5 1.09
360.0 1.09


