
Equipment: GMS-3000 Date: Operator: jarvis
Temperature(°C): 25 Humidity(%): 59%

Shenzhen Belling Efficiency Testing Laboratory Co.,Ltd.
www.bellingeel.com

Tel:0755-21038430
Address:1Floor, No.1 Building,Meibaohe Industrial Park,Dalang Street,Longhua District,Shenzhen,Guangdong Prov.518101 China

Client:
LumCAT: LRG6-50K-HO
Luminaire:
Report No:
Ballast type:

Voltage(V): 119.98Test No:
Current(A): 0.1460LampCAT:
Power (W): 17.30Lamp flux(lm): -1.0
PF: 0.9868Number of Lamps: 1
Width(mm): 0
Height(mm): 0

Length(mm): 0
Phm Type: C

Photometric Results

Lumens(lm): 1729.96, Efficiency(%): 0.00%   , Luminous Efficacy(lm/W): 99.99
Central intensity(cd): 2856.628, Maximum intensity(cd): 2901.596
Angle of maximum intensity:  C=90.0 γ=5.0
Beam Angle(50%Imax): [C0/180]Total=41.6

[C90/270]Total=41.5
Field angle(10%Imax): [C0/180]Total=75.1

[C90/270]Total=75.2
Maximum s/h(1/2):  C0_180=0.69 C90_270=0.72
Maximum s/h(1/4):  C0_180=0.72 C90_270=0.75
Up flux rate of lamp(%): 0.00%
Down flux rate of lamp(%): 0.00%
Up flux rate of LUM(%): 0.11%
Down flux rate of LUM(%): 99.89%
CIE Type : Direct lighting
Output flux ratio in π solid angle :  96.915%



LRG6-50K-HO

Zonal flux distribution table Appendix Page: 2  Total:7

Equipment: GMS-3000 Date: Operator: jarvis
Temperature(°C): 25 Humidity(%): 59%

γ(°) Average I(cd) Zonal F(lm) Sum F(lm) Eff Flux(%) Eff Sum(%)

0.0 2856.628 0.000 0 0.00% 0.00%

5.0 2697.931 66.403 66.403 0.00% 3.84%

10.0 2302.990 178.899 245.302 0.00% 14.18%

15.0 1876.107 247.901 493.203 0.00% 28.51%

20.0 1494.347 277.773 770.976 0.00% 44.57%

25.0 1076.431 269.627 1040.603 0.00% 60.15%

30.0 659.985 219.745 1260.348 0.00% 72.85%

35.0 373.182 152.141 1412.489 0.00% 81.65%

40.0 230.178 100.666 1513.155 0.00% 87.47%

45.0 125.849 65.921 1579.076 0.00% 91.28%

50.0 79.795 41.553 1620.629 0.00% 93.68%

55.0 61.995 30.830 1651.459 0.00% 95.46%

60.0 46.698 25.124 1676.583 0.00% 96.91%

65.0 33.967 19.610 1696.193 0.00% 98.05%

70.0 19.825 13.620 1709.813 0.00% 98.84%

75.0 12.627 8.482 1718.296 0.00% 99.33%

80.0 8.293 5.598 1723.893 0.00% 99.65%

85.0 3.524 3.211 1727.104 0.00% 99.83%

90.0 0.075 0.985 1728.09 0.00% 99.89%

95.0 0.015 0.025 1728.114 0.00% 99.89%

100.0 0.015 0.008 1728.123 0.00% 99.89%

105.0 0.015 0.008 1728.131 0.00% 99.89%

110.0 0.015 0.008 1728.138 0.00% 99.89%

115.0 0.030 0.011 1728.15 0.00% 99.90%

120.0 0.075 0.026 1728.175 0.00% 99.90%

125.0 0.075 0.035 1728.21 0.00% 99.90%

130.0 0.135 0.046 1728.256 0.00% 99.90%

135.0 0.150 0.058 1728.313 0.00% 99.90%

140.0 0.315 0.086 1728.399 0.00% 99.91%

145.0 0.585 0.150 1728.55 0.00% 99.92%

150.0 0.840 0.210 1728.759 0.00% 99.93%

155.0 1.215 0.260 1729.019 0.00% 99.95%

160.0 1.500 0.285 1729.304 0.00% 99.96%

165.0 1.635 0.258 1729.563 0.00% 99.98%

170.0 1.860 0.207 1729.77 0.00% 99.99%

175.0 2.040 0.139 1729.909 0.00% 100.00%

180.0 2.117 0.050 1729.959 0.00% 100.00%
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Equipment: GMS-3000 Date: Operator: jarvis
Temperature(°C): 25 Humidity(%): 59%

ZONAL LUMEN SUMMARY

Zone Lumens %Lamp %Fixt

0-30 1260.35 N.A. 72.85%

0-40 1513.15 N.A. 87.47%

0-60 1676.58 N.A. 96.91%

0-90 1728.09 N.A. 99.89%

0-120 1728.18 N.A. 99.90%

0-180 1729.96 N.A. 100.00%

60-90 51.51 N.A. 2.98%

90-120 0.09 N.A. 0.00%

90-130 0.17 N.A. 0.01%

90-150 0.67 N.A. 0.04%

90-180 1.82 N.A. 0.11%

0-34.06 1383.97 N.A. 80.00%

ZONAL LUMEN SUMMARY

0-10 245.30

10-20 525.67

20-30 489.37

30-40 252.81

40-50 107.47

50-60 55.95

60-70 33.23

70-80 14.08

80-90 4.20

90-100 0.03

100-110 0.02

110-120 0.04

120-130 0.08

130-140 0.14

140-150 0.36

150-160 0.54

160-170 0.47

170-180 0.14
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Equipment: GMS-3000 Date: Operator: jarvis
Temperature(°C): 25 Humidity(%): 59%

0°

90°

±180°

-90°

-60°

-30°

60°

30°

-120°

-150°

120°

150°

580.32

1160.64

1740.96

2321.28

2901.60

0.00

580.32

1160.64

1740.96

2321.28

2901.60

0°0° 45°-45° 90°-90° 135°-135° 180°-180°

C0/C180:

C90/C270:

Field angle(10%Imax):C0/180Left:39.1 Right:36.0

:C90/270Left:35.7 Right:39.5

Beam Angle(50%Imax):C0/180Left:22.3 Right:19.3

:C90/270Left:18.6 Right:22.9



LRG6-50K-HO
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Equipment: GMS-3000 Date: Operator: jarvis
Temperature(°C): 25 Humidity(%): 59%

1.0m 83.80cm2868.6 , 1665.1 lx

10.0m
837.99cm28.7 , 16.7 lx

2.0m
167.60cm717.1 , 416.3 lx

3.0m
251.40cm318.7 , 185.0 lx

4.0m 335.20cm179.3 , 104.1 lx

5.0m 419.00cm114.7 , 66.6 lx

6.0m
502.79cm79.7 , 46.3 lx

7.0m 586.59cm58.5 , 34.0 lx

8.0m 670.39cm44.8 , 26.0 lx

9.0m
754.19cm35.4 , 20.6 lx

Max , Ave Beam angle of C90 plane 45.47
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Equipment: GMS-3000 Date: Operator: jarvis
Temperature(°C): 25 Humidity(%): 59%

C/γ(°) 0.0 5.0 10.0 15.0 20.0 25.0 30.0 35.0 40.0
0.0 2856.63 2532.57 2099.72 1729.97 1376.06 940.09 536.99 308.08 196.51
22.5 2856.63 2542.65 2111.95 1719.41 1348.22 909.61 529.07 299.45 191.95
45.0 2856.63 2543.37 2107.63 1720.37 1331.67 900.98 527.87 310.24 192.43
67.5 2856.63 2549.60 2107.87 1720.85 1349.66 926.41 549.70 315.04 192.67
90.0 2856.63 2901.60 2546.72 2102.84 1688.94 1273.60 832.59 466.92 271.61
112.5 2856.63 2867.52 2524.41 2081.96 1678.62 1284.64 846.27 489.24 276.65
135.0 2856.63 2852.41 2492.02 2046.93 1676.46 1264.00 833.31 491.40 277.85
157.5 2856.63 2842.33 2494.42 2040.45 1635.91 1226.57 814.36 449.17 263.69
180.0 2856.63 2827.45 2483.62 2025.09 1622.72 1199.22 727.26 402.38 259.14
202.5 2856.63 2829.85 2476.90 1991.50 1578.81 1159.87 703.74 380.07 252.42
225.0 2856.63 2828.41 2493.94 1985.74 1556.97 1129.16 688.63 385.82 251.70
247.5 2856.63 2829.13 2485.78 1990.06 1594.88 1150.03 696.07 391.58 251.46
270.0 2856.63 2590.15 2127.31 1705.49 1356.14 935.29 534.83 305.68 200.11
292.5 2856.63 2556.32 2106.67 1714.13 1373.42 970.56 568.66 321.04 202.99
315.0 2856.63 2547.68 2092.28 1714.85 1373.18 986.39 590.97 332.80 204.19
337.5 2856.63 2525.85 2096.60 1728.05 1367.90 966.48 579.46 322.00 197.47
360.0 2856.63 2532.57 2099.72 1729.97 1376.06 940.09 536.99 308.08 196.51

C/γ(°) 45.0 50.0 55.0 60.0 65.0 70.0 75.0 80.0 85.0
0.0 110.13 72.22 57.11 42.95 30.23 16.08 11.76 7.44 2.88
22.5 110.37 71.26 56.39 42.47 29.51 15.84 11.52 7.20 2.64
45.0 108.93 70.78 55.91 41.75 29.03 15.12 11.28 6.96 2.40
67.5 110.85 70.54 55.43 41.75 29.03 14.88 11.04 6.72 2.16
90.0 144.92 89.26 66.94 50.39 37.91 23.75 13.44 9.36 4.56
112.5 143.48 85.90 66.70 50.39 36.95 23.03 13.44 8.88 4.08
135.0 140.37 84.22 66.46 49.43 36.71 23.03 13.20 9.12 4.08
157.5 138.69 85.18 65.74 49.19 37.19 23.03 13.20 9.12 4.08
180.0 141.09 85.18 65.74 49.67 37.19 23.03 13.20 8.88 4.32
202.5 140.37 85.42 65.74 49.91 37.19 22.79 13.20 9.12 4.32
225.0 140.61 87.58 66.22 50.15 37.67 23.99 13.68 9.36 4.56
247.5 144.68 91.90 66.70 51.11 38.63 24.47 13.68 9.60 4.80
270.0 111.33 75.10 60.23 45.35 32.39 17.52 12.72 7.92 3.12
292.5 110.37 74.62 59.99 44.87 31.43 17.28 12.48 7.92 2.88
315.0 109.65 74.38 58.55 44.15 31.67 17.04 12.00 7.68 2.88
337.5 107.73 73.18 58.07 43.67 30.71 16.32 12.24 7.44 2.64
360.0 110.13 72.22 57.11 42.95 30.23 16.08 11.76 7.44 2.88

C/γ(°) 90.0 95.0 100.0 105.0 110.0 115.0 120.0 125.0 130.0
0.0 0.00 0.00 0.00 0.00 0.00 0.00 0.24 0.24 0.24
22.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
45.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
67.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.24 0.00
90.0 0.24 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.24
112.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
135.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
157.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
180.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
202.5 0.24 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
225.0 0.24 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
247.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
270.0 0.48 0.24 0.24 0.24 0.24 0.48 0.48 0.48 0.72
292.5 0.00 0.00 0.00 0.00 0.00 0.00 0.24 0.24 0.48
315.0 0.00 0.00 0.00 0.00 0.00 0.00 0.24 0.00 0.24
337.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.24
360.0 0.00 0.00 0.00 0.00 0.00 0.00 0.24 0.24 0.24
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C/γ(°) 135.0 140.0 145.0 150.0 155.0 160.0 165.0 170.0 175.0
0.0 0.24 0.48 0.72 0.96 1.20 1.68 1.44 1.92 2.16
22.5 0.24 0.24 0.72 0.96 0.96 1.44 1.68 1.92 2.16
45.0 0.00 0.48 0.72 0.96 1.44 1.20 1.44 1.92 2.16
67.5 0.24 0.48 0.48 0.96 1.44 1.68 1.68 1.92 1.92
90.0 0.00 0.48 0.48 0.96 1.20 1.44 1.44 2.16 2.16
112.5 0.00 0.24 0.48 0.48 0.96 1.20 1.44 1.68 1.92
135.0 0.00 0.00 0.72 0.48 0.96 1.20 1.44 1.68 1.92
157.5 0.00 0.00 0.24 0.48 0.96 1.20 1.20 1.68 1.68
180.0 0.00 0.24 0.24 0.48 0.96 1.44 1.68 1.68 1.92
202.5 0.00 0.00 0.24 0.72 1.20 1.44 1.68 1.92 1.92
225.0 0.00 0.00 0.24 0.72 0.96 1.20 1.68 1.68 1.92
247.5 0.00 0.00 0.48 0.72 0.96 1.44 1.44 1.68 1.68
270.0 0.72 1.20 1.20 1.68 2.16 2.16 2.64 2.40 2.88
292.5 0.48 0.48 0.96 0.96 1.44 1.92 1.68 1.92 2.16
315.0 0.24 0.48 0.72 0.96 1.44 1.68 1.68 1.92 2.16
337.5 0.24 0.24 0.72 0.96 1.20 1.68 1.92 1.68 1.92
360.0 0.24 0.48 0.72 0.96 1.20 1.68 1.44 1.92 2.16

C/γ(°) 180.0
0.0 2.12
22.5 2.12
45.0 2.12
67.5 2.12
90.0 2.12
112.5 2.12
135.0 2.12
157.5 2.12
180.0 2.12
202.5 2.12
225.0 2.12
247.5 2.12
270.0 2.12
292.5 2.12
315.0 2.12
337.5 2.12
360.0 2.12


