
Equipment: GMS-3000 Date: Operator: jarvis
Temperature(°C): 25 Humidity(%): 59%

Shenzhen Belling Efficiency Testing Laboratory Co.,Ltd.
www.bellingeel.com

Tel:0755-21038430
Address:1Floor, No.1 Building,Meibaohe Industrial Park,Dalang Street,Longhua District,Shenzhen,Guangdong Prov.518101 China

Client:
LumCAT: LSG2-30K-HO
Luminaire:
Report No:
Ballast type:

Voltage(V): 119.93Test No:
Current(A): 0.0470LampCAT:
Power (W): 5.26Lamp flux(lm): -1.0
PF: 0.9387Number of Lamps: 1
Width(mm): 0
Height(mm): 0

Length(mm): 0
Phm Type: C

Photometric Results

Lumens(lm): 490.17, Efficiency(%): 0.00%   , Luminous Efficacy(lm/W): 93.19
Central intensity(cd): 896.678, Maximum intensity(cd): 938.312
Angle of maximum intensity:  C=247.5 γ=5.0
Beam Angle(50%Imax): [C0/180]Total=36.0

[C90/270]Total=36.3
Field angle(10%Imax): [C0/180]Total=73.1

[C90/270]Total=74.9
Maximum s/h(1/2):  C0_180=0.63 C90_270=0.65
Maximum s/h(1/4):  C0_180=0.65 C90_270=0.66
Up flux rate of lamp(%): 0.00%
Down flux rate of lamp(%): 0.00%
Up flux rate of LUM(%): 0.12%
Down flux rate of LUM(%): 99.88%
CIE Type : Direct lighting
Output flux ratio in π solid angle :  97.940%
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Zonal flux distribution table Appendix Page: 2  Total:7

Equipment: GMS-3000 Date: Operator: jarvis
Temperature(°C): 25 Humidity(%): 59%

γ(°) Average I(cd) Zonal F(lm) Sum F(lm) Eff Flux(%) Eff Sum(%)

0.0 896.678 0.000 0 0.00% 0.00%

5.0 882.344 21.268 21.268 0.00% 4.34%

10.0 763.284 58.869 80.137 0.00% 16.35%

15.0 565.842 78.843 158.98 0.00% 32.43%

20.0 389.279 78.715 237.695 0.00% 48.49%

25.0 262.660 68.376 306.072 0.00% 62.44%

30.0 168.362 54.546 360.618 0.00% 73.57%

35.0 105.571 40.338 400.956 0.00% 81.80%

40.0 67.647 28.900 429.856 0.00% 87.70%

45.0 42.005 20.303 450.159 0.00% 91.84%

50.0 25.510 13.642 463.802 0.00% 94.62%

55.0 17.847 9.427 473.229 0.00% 96.54%

60.0 11.758 6.843 480.072 0.00% 97.94%

65.0 6.863 4.527 484.599 0.00% 98.86%

70.0 3.569 2.641 487.24 0.00% 99.40%

75.0 1.418 1.303 488.543 0.00% 99.67%

80.0 0.893 0.618 489.162 0.00% 99.79%

85.0 0.315 0.328 489.49 0.00% 99.86%

90.0 0.013 0.090 489.579 0.00% 99.88%

95.0 0.013 0.007 489.587 0.00% 99.88%

100.0 0.039 0.014 489.601 0.00% 99.88%

105.0 0.026 0.018 489.618 0.00% 99.89%

110.0 0.039 0.017 489.636 0.00% 99.89%

115.0 0.026 0.017 489.652 0.00% 99.89%

120.0 0.026 0.013 489.665 0.00% 99.90%

125.0 0.039 0.015 489.68 0.00% 99.90%

130.0 0.053 0.020 489.7 0.00% 99.90%

135.0 0.066 0.024 489.724 0.00% 99.91%

140.0 0.105 0.032 489.756 0.00% 99.92%

145.0 0.158 0.044 489.799 0.00% 99.92%

150.0 0.210 0.054 489.854 0.00% 99.94%

155.0 0.302 0.065 489.918 0.00% 99.95%

160.0 0.394 0.073 489.991 0.00% 99.96%

165.0 0.459 0.070 490.062 0.00% 99.98%

170.0 0.512 0.058 490.119 0.00% 99.99%

175.0 0.538 0.038 490.157 0.00% 100.00%

180.0 0.568 0.013 490.17 0.00% 100.00%
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Equipment: GMS-3000 Date: Operator: jarvis
Temperature(°C): 25 Humidity(%): 59%

ZONAL LUMEN SUMMARY

Zone Lumens %Lamp %Fixt

0-30 360.62 N.A. 73.57%

0-40 429.86 N.A. 87.70%

0-60 480.07 N.A. 97.94%

0-90 489.58 N.A. 99.88%

0-120 489.67 N.A. 99.90%

0-180 490.17 N.A. 100.00%

60-90 9.51 N.A. 1.94%

90-120 0.09 N.A. 0.02%

90-130 0.12 N.A. 0.02%

90-150 0.27 N.A. 0.06%

90-180 0.58 N.A. 0.12%

0-33.91 392.14 N.A. 80.00%

ZONAL LUMEN SUMMARY

0-10 80.14

10-20 157.56

20-30 122.92

30-40 69.24

40-50 33.95

50-60 16.27

60-70 7.17

70-80 1.92

80-90 0.42

90-100 0.02

100-110 0.03

110-120 0.03

120-130 0.04

130-140 0.06

140-150 0.10

150-160 0.14

160-170 0.13

170-180 0.04
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Equipment: GMS-3000 Date: Operator: jarvis
Temperature(°C): 25 Humidity(%): 59%
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Equipment: GMS-3000 Date: Operator: jarvis
Temperature(°C): 25 Humidity(%): 59%

1.0m 70.62cm927.6 , 584.7 lx

10.0m
706.16cm9.3 , 5.8 lx

2.0m
141.23cm231.9 , 146.2 lx

3.0m
211.85cm103.1 , 65.0 lx

4.0m 282.46cm58.0 , 36.5 lx

5.0m 353.08cm37.1 , 23.4 lx

6.0m
423.69cm25.8 , 16.2 lx

7.0m 494.31cm18.9 , 11.9 lx

8.0m 564.93cm14.5 , 9.1 lx

9.0m
635.54cm11.5 , 7.2 lx

Max , Ave Beam angle of C247.5 plane 38.89
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Equipment: GMS-3000 Date: Operator: jarvis
Temperature(°C): 25 Humidity(%): 59%

C/γ(°) 0.0 5.0 10.0 15.0 20.0 25.0 30.0 35.0 40.0
0.0 896.68 867.56 736.33 521.75 355.67 233.06 147.60 86.92 51.65
22.5 896.68 852.65 733.18 521.75 347.90 228.86 150.12 90.70 54.38
45.0 896.68 837.74 711.98 509.15 343.29 225.08 145.92 93.01 54.59
67.5 896.68 822.62 698.33 503.90 338.04 221.93 146.13 91.33 56.48
90.0 896.68 904.93 825.56 631.77 434.62 300.24 191.69 120.10 81.67
112.5 896.68 898.84 807.51 615.81 431.26 294.15 187.28 117.79 80.63
135.0 896.68 901.15 788.61 609.51 420.34 287.02 186.45 118.42 81.05
157.5 896.68 901.57 793.02 602.38 417.61 284.71 186.66 118.00 80.84
180.0 896.68 911.44 790.08 599.44 420.13 286.18 182.67 117.37 78.95
202.5 896.68 913.54 792.81 603.64 420.76 285.97 181.83 119.68 79.16
225.0 896.68 927.39 811.08 615.18 424.75 291.01 184.77 119.47 77.48
247.5 896.68 938.31 826.40 629.46 442.81 300.03 189.17 121.99 79.79
270.0 896.68 846.56 704.84 509.78 353.36 240.19 154.11 97.84 60.05
292.5 896.68 860.63 723.31 520.07 359.24 241.24 152.01 91.54 55.43
315.0 896.68 867.56 734.65 528.26 359.66 243.13 154.32 93.01 55.43
337.5 896.68 865.04 734.86 531.62 359.03 239.77 153.06 91.96 54.80
360.0 896.68 867.56 736.33 521.75 355.67 233.06 147.60 86.92 51.65

C/γ(°) 45.0 50.0 55.0 60.0 65.0 70.0 75.0 80.0 85.0
0.0 30.23 18.27 12.81 9.03 5.46 3.15 1.26 0.84 0.42
22.5 33.80 21.00 14.70 10.29 6.51 3.36 1.26 1.05 0.21
45.0 33.59 21.00 14.28 10.29 6.09 3.15 1.26 0.63 0.21
67.5 33.59 21.00 13.23 8.19 4.83 2.31 1.26 0.63 0.21
90.0 52.28 30.02 20.79 12.39 6.72 3.78 1.26 1.05 0.42
112.5 51.86 31.28 22.26 14.49 8.40 3.99 1.47 0.84 0.21
135.0 52.70 32.54 23.10 15.33 7.98 4.20 1.68 0.84 0.00
157.5 52.49 31.07 21.42 11.55 6.30 3.15 1.05 0.84 0.00
180.0 49.34 29.18 20.37 11.97 6.51 3.57 1.05 0.63 0.21
202.5 50.18 32.33 23.73 15.33 9.03 4.41 1.68 0.63 0.21
225.0 46.61 29.18 21.00 14.28 8.61 4.41 2.10 0.63 0.42
247.5 46.61 28.14 19.53 12.18 6.93 3.78 1.26 1.05 0.63
270.0 37.16 21.84 14.91 10.08 5.88 3.36 1.68 1.26 0.84
292.5 35.06 21.63 15.12 11.55 7.56 3.78 1.68 1.05 0.42
315.0 34.64 21.00 15.12 11.55 7.35 3.78 1.47 1.05 0.42
337.5 31.91 18.69 13.23 9.66 5.67 2.94 1.26 1.26 0.21
360.0 30.23 18.27 12.81 9.03 5.46 3.15 1.26 0.84 0.42

C/γ(°) 90.0 95.0 100.0 105.0 110.0 115.0 120.0 125.0 130.0
0.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.21 0.00
22.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
45.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
67.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.21
90.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
112.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
135.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
157.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
180.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
202.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
225.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
247.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
270.0 0.21 0.21 0.42 0.42 0.42 0.42 0.42 0.42 0.42
292.5 0.00 0.00 0.21 0.00 0.00 0.00 0.00 0.00 0.21
315.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
337.5 0.00 0.00 0.00 0.00 0.21 0.00 0.00 0.00 0.00
360.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.21 0.00
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C/γ(°) 135.0 140.0 145.0 150.0 155.0 160.0 165.0 170.0 175.0
0.0 0.00 0.42 0.21 0.42 0.42 0.42 0.42 0.42 0.63
22.5 0.00 0.00 0.21 0.21 0.42 0.63 0.63 0.42 0.42
45.0 0.21 0.00 0.21 0.21 0.21 0.21 0.63 0.42 0.63
67.5 0.00 0.00 0.42 0.42 0.21 0.42 0.42 0.42 0.63
90.0 0.00 0.00 0.00 0.00 0.42 0.42 0.42 0.42 0.42
112.5 0.00 0.00 0.00 0.00 0.21 0.21 0.42 0.42 0.21
135.0 0.00 0.00 0.00 0.00 0.00 0.42 0.42 0.42 0.42
157.5 0.00 0.00 0.00 0.00 0.00 0.42 0.42 0.42 0.42
180.0 0.00 0.00 0.00 0.00 0.21 0.21 0.21 0.63 0.63
202.5 0.00 0.00 0.00 0.00 0.21 0.21 0.21 0.42 0.42
225.0 0.00 0.00 0.00 0.00 0.21 0.42 0.42 0.42 0.42
247.5 0.00 0.00 0.00 0.21 0.21 0.21 0.42 0.42 0.42
270.0 0.42 0.84 0.63 0.63 0.84 0.84 0.84 1.05 1.05
292.5 0.21 0.21 0.42 0.42 0.21 0.42 0.42 0.63 0.63
315.0 0.00 0.00 0.21 0.42 0.63 0.42 0.42 0.42 0.63
337.5 0.21 0.21 0.21 0.42 0.42 0.42 0.63 0.84 0.63
360.0 0.00 0.42 0.21 0.42 0.42 0.42 0.42 0.42 0.63

C/γ(°) 180.0
0.0 0.57
22.5 0.57
45.0 0.57
67.5 0.57
90.0 0.57
112.5 0.57
135.0 0.57
157.5 0.57
180.0 0.57
202.5 0.57
225.0 0.57
247.5 0.57
270.0 0.57
292.5 0.57
315.0 0.57
337.5 0.57
360.0 0.57


