
Equipment: GMS-3000 Date: Operator: jarvis
Temperature(°C): 25 Humidity(%): 59%

Shenzhen Belling Efficiency Testing Laboratory Co.,Ltd.
www.bellingeel.com

Tel:0755-21038430
Address:1Floor, No.1 Building,Meibaohe Industrial Park,Dalang Street,Longhua District,Shenzhen,Guangdong Prov.518101 China

Client:
LumCAT: LSG2-35K-HO
Luminaire:
Report No:
Ballast type:

Voltage(V): 120.04Test No:
Current(A): 0.0470LampCAT:
Power (W): 5.26Lamp flux(lm): -1.0
PF: 0.9391Number of Lamps: 1
Width(mm): 0
Height(mm): 0

Length(mm): 0
Phm Type: C

Photometric Results

Lumens(lm): 500.48, Efficiency(%): 0.00%   , Luminous Efficacy(lm/W): 95.09
Central intensity(cd): 998.082, Maximum intensity(cd): 1013.962
Angle of maximum intensity:  C=90.0 γ=5.0
Beam Angle(50%Imax): [C0/180]Total=33.9

[C90/270]Total=33.2
Field angle(10%Imax): [C0/180]Total=72.0

[C90/270]Total=71.7
Maximum s/h(1/2):  C0_180=0.56 C90_270=0.64
Maximum s/h(1/4):  C0_180=0.60 C90_270=0.65
Up flux rate of lamp(%): 0.00%
Down flux rate of lamp(%): 0.00%
Up flux rate of LUM(%): 0.08%
Down flux rate of LUM(%): 99.92%
CIE Type : Direct lighting
Output flux ratio in π solid angle :  97.928%
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Zonal flux distribution table Appendix Page: 2  Total:7

Equipment: GMS-3000 Date: Operator: jarvis
Temperature(°C): 25 Humidity(%): 59%

γ(°) Average I(cd) Zonal F(lm) Sum F(lm) Eff Flux(%) Eff Sum(%)

0.0 998.082 0.000 0 0.00% 0.00%

5.0 949.084 23.278 23.278 0.00% 4.65%

10.0 789.378 62.190 85.468 0.00% 17.08%

15.0 568.861 80.570 166.038 0.00% 33.18%

20.0 388.679 78.915 244.953 0.00% 48.94%

25.0 261.071 68.147 313.099 0.00% 62.56%

30.0 170.890 54.665 367.764 0.00% 73.48%

35.0 108.199 41.098 408.862 0.00% 81.69%

40.0 68.302 29.448 438.31 0.00% 87.58%

45.0 43.089 20.625 458.935 0.00% 91.70%

50.0 27.143 14.191 473.127 0.00% 94.54%

55.0 18.301 9.881 483.008 0.00% 96.51%

60.0 12.407 7.098 490.106 0.00% 97.93%

65.0 7.606 4.865 494.971 0.00% 98.90%

70.0 3.912 2.917 497.888 0.00% 99.48%

75.0 1.403 1.389 499.277 0.00% 99.76%

80.0 0.657 0.551 499.828 0.00% 99.87%

85.0 0.167 0.224 500.052 0.00% 99.92%

90.0 0.013 0.049 500.101 0.00% 99.92%

95.0 0.000 0.004 500.105 0.00% 99.93%

100.0 0.013 0.003 500.108 0.00% 99.93%

105.0 0.039 0.014 500.122 0.00% 99.93%

110.0 0.013 0.013 500.136 0.00% 99.93%

115.0 0.013 0.007 500.142 0.00% 99.93%

120.0 0.013 0.006 500.148 0.00% 99.93%

125.0 0.026 0.009 500.157 0.00% 99.94%

130.0 0.026 0.011 500.168 0.00% 99.94%

135.0 0.026 0.010 500.179 0.00% 99.94%

140.0 0.039 0.012 500.191 0.00% 99.94%

145.0 0.064 0.017 500.208 0.00% 99.95%

150.0 0.103 0.025 500.233 0.00% 99.95%

155.0 0.193 0.037 500.27 0.00% 99.96%

160.0 0.296 0.051 500.321 0.00% 99.97%

165.0 0.386 0.056 500.378 0.00% 99.98%

170.0 0.451 0.050 500.427 0.00% 99.99%

175.0 0.567 0.036 500.464 0.00% 100.00%

180.0 0.557 0.013 500.477 0.00% 100.00%
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Equipment: GMS-3000 Date: Operator: jarvis
Temperature(°C): 25 Humidity(%): 59%

ZONAL LUMEN SUMMARY

Zone Lumens %Lamp %Fixt

0-30 367.76 N.A. 73.48%

0-40 438.31 N.A. 87.58%

0-60 490.11 N.A. 97.93%

0-90 500.10 N.A. 99.92%

0-120 500.15 N.A. 99.93%

0-180 500.48 N.A. 100.00%

60-90 10.00 N.A. 2.00%

90-120 0.05 N.A. 0.01%

90-130 0.07 N.A. 0.01%

90-150 0.13 N.A. 0.03%

90-180 0.36 N.A. 0.07%

0-33.97 400.38 N.A. 80.00%

ZONAL LUMEN SUMMARY

0-10 85.47

10-20 159.48

20-30 122.81

30-40 70.55

40-50 34.82

50-60 16.98

60-70 7.78

70-80 1.94

80-90 0.27

90-100 0.01

100-110 0.03

110-120 0.01

120-130 0.02

130-140 0.02

140-150 0.04

150-160 0.09

160-170 0.11

170-180 0.04
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Equipment: GMS-3000 Date: Operator: jarvis
Temperature(°C): 25 Humidity(%): 59%
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Equipment: GMS-3000 Date: Operator: jarvis
Temperature(°C): 25 Humidity(%): 59%

1.0m 66.16cm1002.4 , 634.6 lx

10.0m
661.65cm10.0 , 6.3 lx

2.0m
132.33cm250.6 , 158.7 lx

3.0m
198.49cm111.4 , 70.5 lx

4.0m 264.66cm62.7 , 39.7 lx

5.0m 330.82cm40.1 , 25.4 lx

6.0m
396.99cm27.8 , 17.6 lx

7.0m 463.15cm20.5 , 13.0 lx

8.0m 529.32cm15.7 , 9.9 lx

9.0m
595.48cm12.4 , 7.8 lx

Max , Ave Beam angle of C90 plane 36.61
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Equipment: GMS-3000 Date: Operator: jarvis
Temperature(°C): 25 Humidity(%): 59%

C/γ(°) 0.0 5.0 10.0 15.0 20.0 25.0 30.0 35.0 40.0
0.0 998.08 927.27 776.33 560.11 386.52 260.08 173.80 112.02 73.10
22.5 998.08 930.77 775.50 568.14 386.72 261.73 174.62 111.40 73.51
45.0 998.08 917.59 767.27 558.87 384.25 258.85 166.39 107.29 71.04
67.5 998.08 899.26 747.29 538.49 370.04 245.25 159.80 101.52 63.22
90.0 998.08 1013.96 910.80 692.52 469.92 315.06 209.42 133.23 81.34
112.5 998.08 1007.58 879.50 645.57 439.44 297.15 193.98 118.41 71.04
135.0 998.08 1002.84 844.28 609.12 421.52 281.70 181.83 113.26 67.13
157.5 998.08 988.22 823.90 594.50 403.40 269.14 174.62 109.35 65.28
180.0 998.08 978.34 808.04 577.61 387.75 261.73 167.42 103.37 61.16
202.5 998.08 971.54 803.51 572.67 390.43 258.64 165.77 104.20 63.84
225.0 998.08 956.30 804.54 583.38 401.14 257.61 171.95 108.52 69.19
247.5 998.08 952.19 813.39 594.70 405.46 271.41 173.39 111.82 71.25
270.0 998.08 887.53 666.37 466.62 317.53 212.72 137.14 88.14 58.89
292.5 998.08 909.15 701.58 486.39 336.07 227.34 148.68 94.52 62.19
315.0 998.08 920.47 740.70 517.28 347.80 242.78 162.89 102.96 66.93
337.5 998.08 922.33 767.06 535.81 370.87 255.96 172.56 111.20 73.72
360.0 998.08 927.27 776.33 560.11 386.52 260.08 173.80 112.02 73.10

C/γ(°) 45.0 50.0 55.0 60.0 65.0 70.0 75.0 80.0 85.0
0.0 49.83 31.30 20.59 13.80 7.41 4.32 1.65 1.03 0.41
22.5 49.01 31.71 21.21 14.00 7.83 4.53 1.44 1.03 0.41
45.0 43.45 28.42 19.77 13.80 9.27 4.94 1.85 0.82 0.41
67.5 37.48 23.89 16.47 11.74 7.62 4.12 1.44 0.82 0.21
90.0 49.01 29.65 18.74 12.77 8.03 4.74 1.85 0.62 0.41
112.5 42.01 25.12 16.27 11.74 7.41 3.71 1.44 0.41 0.00
135.0 40.16 25.12 17.50 12.36 8.24 4.12 1.65 0.21 0.00
157.5 39.13 24.51 16.47 11.74 7.41 3.30 0.82 0.21 0.00
180.0 36.24 22.03 14.62 9.68 5.56 2.47 0.62 0.41 0.00
202.5 37.68 23.27 15.65 10.30 5.97 2.68 0.62 0.41 0.00
225.0 42.83 27.39 18.33 13.18 8.24 3.91 1.24 0.21 0.00
247.5 44.07 28.21 18.95 13.39 8.44 4.12 1.44 0.62 0.00
270.0 37.27 23.89 16.47 9.27 5.15 2.68 1.24 0.82 0.00
292.5 41.80 25.74 17.71 10.50 5.77 3.30 1.24 0.82 0.00
315.0 46.74 29.86 20.59 14.21 9.47 4.53 1.85 1.03 0.41
337.5 52.72 34.18 23.48 16.06 9.88 5.15 2.06 1.03 0.41
360.0 49.83 31.30 20.59 13.80 7.41 4.32 1.65 1.03 0.41

C/γ(°) 90.0 95.0 100.0 105.0 110.0 115.0 120.0 125.0 130.0
0.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
22.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
45.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
67.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
90.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
112.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
135.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
157.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
180.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
202.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
225.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
247.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
270.0 0.21 0.00 0.21 0.41 0.21 0.21 0.21 0.41 0.41
292.5 0.00 0.00 0.00 0.21 0.00 0.00 0.00 0.00 0.00
315.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
337.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
360.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
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C/γ(°) 135.0 140.0 145.0 150.0 155.0 160.0 165.0 170.0 175.0
0.0 0.00 0.00 0.00 0.00 0.21 0.21 0.21 0.41 0.62
22.5 0.00 0.00 0.00 0.21 0.21 0.41 0.41 0.62 0.62
45.0 0.00 0.00 0.00 0.00 0.00 0.21 0.41 0.41 0.62
67.5 0.00 0.00 0.21 0.00 0.21 0.21 0.41 0.41 0.62
90.0 0.00 0.00 0.00 0.21 0.21 0.21 0.41 0.41 0.62
112.5 0.00 0.00 0.00 0.00 0.00 0.21 0.21 0.41 0.62
135.0 0.00 0.00 0.00 0.00 0.00 0.21 0.41 0.21 0.41
157.5 0.00 0.00 0.00 0.00 0.00 0.21 0.41 0.62 0.41
180.0 0.00 0.00 0.00 0.00 0.00 0.21 0.21 0.41 0.62
202.5 0.00 0.00 0.00 0.21 0.21 0.00 0.41 0.41 0.62
225.0 0.00 0.00 0.00 0.00 0.21 0.21 0.41 0.21 0.41
247.5 0.00 0.00 0.00 0.00 0.00 0.21 0.21 0.21 0.41
270.0 0.41 0.62 0.62 0.62 0.62 1.03 1.03 1.24 1.03
292.5 0.00 0.00 0.21 0.21 0.41 0.41 0.41 0.41 0.41
315.0 0.00 0.00 0.00 0.21 0.41 0.41 0.21 0.41 0.62
337.5 0.00 0.00 0.00 0.00 0.41 0.41 0.41 0.41 0.41
360.0 0.00 0.00 0.00 0.00 0.21 0.21 0.21 0.41 0.62

C/γ(°) 180.0
0.0 0.56
22.5 0.56
45.0 0.56
67.5 0.56
90.0 0.56
112.5 0.56
135.0 0.56
157.5 0.56
180.0 0.56
202.5 0.56
225.0 0.56
247.5 0.56
270.0 0.56
292.5 0.56
315.0 0.56
337.5 0.56
360.0 0.56


